E/£<J ROTARY BURRS CARBIDE

R1111, R1211, R1311

TAPER WITH RADIUS END TYPE SL(FORM L)
RUNDKEGEL - FORM TYP SL (FORM L)

D1
ROTARY
BURRS
Unit : mm
! !
EDP No. ITEM No. ! - EDP No. ITEM No.
R1111001 | SL41M 3.0 3 9.5 38 8° R1211001 | SL-41MP
R1111002  SL-42M 3.0 3 12.7 38 8° R1211002 @ SL-42MP
R1111003 SL42ML2 = 3.0 3 12.7 50 8° R1211003 A SL-42ML2P
R1111004 SL42ML3 3.0 3 12.7 75 g° R1211004 @ SL-42ML3P
R1111005 @ SL-53M 5.0 3 12.7 38 14° | R1211005 | SL-53MP
R1111006 @ SL1M 6.0 6 16 50 14° | R1211006 SL-1MP
R1111008 @ SL2M 8.0 6 oo 69 14° | R1211008  SL-2MP
R1111009 SL-3M 9.5 6 o7 74 14° | R1211009 SL-3MP
R1111012 @ SL-4M 12.7 6 o8 76 14° | R1211012  SL-4MP
R1111015  SL5M 16.0 6 30 77 14° | R1211015 SL-5MP
R1111017 @ SL7M 19.0 6 38 85 14° | R1211017 | SL-7MP

ALUMA CUT L1 La
EDP No. ITEM No.
9.5 27 74

R1311010 SL-3MINF . 6 14°
R1311013 SL-4MNF 12.7 6 28 76 14°
R1311016 SL-S5MNF 16.0 6 30 77 14°
R1311018 SL-7MNF 19.0 6 38 85 14°

» Chip Breaker Type or Diamond Cut Type is available on your request.

4GS YG-1CO.,, LTD. phone:+82-32-526-0909, fax:+82-32-526-4373, www.yg1.kr, E-mail:yg1@yg1.kr - 1049



