CARBIDE

. ALU-POWER
/4 END MILLS EGO08 scnes [rLEra

CARBIDE, 3 FLUTE 40° HELIX BALL NOSE TiCN COATED
VOLLHARTMETALL, 3 SCHNEIDEN 40° RECHTSSPIRALE STIRNRADIUS TiCN-BESCHICHTET

» Excellent cutting qualities on stainless steel, Aluminum, copper. » Zur Bearbeitung von Aluminium und anderen
» Increased tool life and higher cutting accuracy. Nichteisenmetallen sowie rostfreien Stahlen.
» Hohere standzeit und héhere Schneidgenauigkeit.
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Unit : mm
Radius of Mill Shank Length Length Overall Neck
Ball Nose Dlameter Dlameter of Cut Below Shank Length Dlameter

PLAIN R (#+0.01)
EG908020 R1.0 2.0 6 60 1.9
EGS08025 R1.25 2.5 6 4 6 60 2.4
EG908030 R1.5 3.0 6 4.5 6.5 60 2.8
EG908035 R1.75 3.5 6 5 7 B65 3.2
ALU-POWER EG908040 R2.0 4.0 B 6 8 65 3.7
END MILLS EG908050 R2.5 5.0 6 7.9 10 65 4.6
EG908060 R3.0 6.0 6 9 12 75 5.6
EG908080 R4.0 8.0 8 12 25 75 7.4
EGS08100 R5.0 10.0 10 15 30 80 9.4
EG908120 R6.0 12.0 12 18 36 90 11.4
EG908160 R8.0 16.0 16 24 40 100 15.4
Mill Dia. Shank Dia.
Tolerance(mm) Tolerance
0~-0.03 h6

O : Excellent O : Good

Carbon Alloy Prehardened High Hardened
Steels Steels Steels Steels

~HB225 HB225~325 HRc30~40 HRc40~45 HRc45~55 HRc55~70
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Hardened Steels Stainless Tt
itanium

Steels Inconel

Copper  Graphite Cast Iron Aluminum




CARBIDE

CARBIDE, 3 FLUTE 40° HELIX BALL NOSE TiCN COATED
VOLLHARTMETALL, 3 SCHNEIDEN 40° RECHTSSPIRALE STIRNRADIUS TiCN-BESCHICHTET

'I/G S S ) 1= I8 RECOMMENDED CUTTING CONDITIONS
S\ [0\ || MR EVPFOHLENE SCHNEIDKONDITIONEN

ALUMINUM
MATERIAL T ] COPPER ALLOY
RPM RPM

DIAMETER FEED FEED
R1.0 x2.0 27000 950 8000 240
R1.25x 2.5 22000 950 6500 240
R1.5 x3.0 18000 950 5500 240
R2.0 x4.0 18000 1250 5500 310
R2.5 % 5.0 18000 1350 5500 340
R3.0 xB6.0 18000 1750 5500 440
R4.0 x8.0 14000 2000 4200 500
R5.0 x10.0 14000 2350 4200 580
R6.0 x12.0 14000 3000 4200 750
R8.0 x16.0 11000 2700 3300 670
4
ap :
ap=0.2xD Z
ae=0.5xD ae
RPM = rev./min.
FEED = mm/min.

ALU-POWER
END MILLS

PREMIUM HSS-PM, 3 FLUTE 42° HELIX ROUGHING TiAIN COATED
PREMIUM HSS-PM, 3 SCHNEIDEN 42° RECHTSSPIRALE SCHRUPPFRASER TiAIN-BESCHICHTET

EP922, EP923, EP924, EP925 scxs

ALUMINUM
MATERIAL ALUMINUM ALLOY

DIAMETER RPM FEED RPM FEED
12.0 2800 550 2800 410
16.0 2200 625 2200 465
20.0 1700 700 1700 225
25.0 1400 625 1400 465
32.0 1100 700 1100 925
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RPM = rev./min.
FEED = mm/min.
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