CARBIDE

PLAIN SHANK
X'POWER m GLATTER ZYLINDERSCHAFT
END MILLS | EM825 scres [EaitraruNN

CARBIDE, 4 FLUTE LONG LENGTH BALL NOSE
VOLLHARTMETALL, 4 SCHNEIDEN LANG STIRNRADIUS

» Designed to machine tool steel, alloy steel, mold steel and other
high hardened materials.

» For copy - milling machines.

» 4 Flute design - higher feed than EM813, EM823 series

» Zur Bearbeitung: Werkzeugstahlen, Legierten Stéhlen, Stahigu®
und geharteten Stéhlen.

» Kopierbearbeitungen.

» 4 Schneiden - Héherer Vorschub als bei EM 813, EM 823 serien.

X-POWER

END MILLS
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Unit : mm

Radius of il Shank Length Overall

Ealllioss Diameter Diameter of Cut Length

R (£0.01) -
0 a 2.5 50

PLAIN FLAT
EM815010 — RO.5 1
EM815901 EM825901 RO.5 1.0 6 2.5 50
EM815015 — RO.75 1.5 4 4 50
EM815902 EM825902 RO.75 1.5 6 4 50
EM815020 EM825020 R1.0 2.0 6 5 50
EM815030 EM825030 R1.5 3.0 6 8 60
EM815040 EM825040 R2.0 4.0 6 8 70
EM815050 EM825050 R2.5 5.0 6 10 80
EM815060 EM825060 R3.0 6.0 6 12 [0
EM815070 EM825070 R3.5 7.0 8 14 90
EM815080 EM825080 R4.0 8.0 8 14 100
EM815090 EM825090 R4.5 9.0 10 18 100
EM815100 EM825100 R5.0 10.0 10 18 100
EM815120 EM825120 R6.0 12.0 12 22 110
EM815140 EM825140 R7.0 14.0 14 26 110
EM815903 EM825903 R7.0 14.0 16 26 110
EM815160 EM825160 R8.0 16.0 16 30 140
EM815180 EM825180 RS.0 18.0 18 34 140
EM815200 EM825200 R10.0 20.0 20 38 160
EM815250 EM825250 R12.5 25.0 25 50 180
Mill Dia. Shank Dia.
Tolerance(mm) Tolerance
0~-0.03 hé
O : Excellent O : Good
Carbon Allo Prehardened High Hardened
Steels Stee)I/s Steels Hardened Steels ° Steels Copper  Graphite Castlron Aluminum Stsatig‘leelzsss Titanium  Inconel
~HB225 HB225~325 HRc30~40 HRc40~45 HRc45~55 HRc55~70
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CARBIDE

Y/ St =8 RECOMMENDED CUTTING CONDITIONS
76 S DR |NEN EvpFOHLENE SCHNEIDKONDITIONEN

CARBIDE, 4 FLUTE LONG BALL NOSE
VOLLHARTMETALL, 4 SCHNEIDEN LANG STIRNRADIUS

EM815, EM825 seres

Il NORMAL SPEED

NON-ALLOYED STEELS ALLOY STEELS HARDENED
MATERIAL ALLOY STEELS HEAT RESISTANT STEELS
CAST IRON STEELS

HARDNESS ~HRc30 HRc30 ~ HRc40 HRc45 ~ HRc65
STRENGTH ~1000N/mm? 1000 ~ 1250N/mm? 1500N/mm? ~ X-POWER
DIAMETER RPM FEED RPM FEED RPM FEED END MILLS
RO.5 x 1.0 15760 380 12720 300 5800 130
RO.75 < 1.5 15760 530 12140 410 5320 180
R1.0 x 2.0 15760 800 11560 480 4840 160
R1.5 x 3.0 13100 1020 10000 690 4520 220
R2.0 < 4.0 10500 1110 8400 800 4200 270
R2.5 x 5.0 9140 1230 7300 870 3680 270
R3.0 X 6.0 8490 1530 6900 1250 3180 280
R4.0 x 8.0 7160 1950 5770 1380 2470 330
R5.0 x 10.0 6370 2300 5090 1530 2040 340
R6.0 x 12.0 5840 2600 4640 1650 1750 370
R8.0 x 16.0 4770 2600 3780 1600 1350 370
R10.0 x 20.0 4140 2500 3260 1560 1110 879
ap: D1~D6=0.2mm ap i ap: D1~D6=0.2mm
D8~D20=0.3mm D8~D20=0.3mm
ae:0.2xD // ae:0.1xD
ae
RPM = rev./min.
FEED = mm/min.
B HIGH SPEED
CAST IRON

HARDNESS ~ HRc45 HRc45 ~ HRc65

STRENGTH ~ 1500N/mm? 1500N/mm? ~

DIAMETER RPM FEED RPM FEED
RO.5 %X 1.0 25000 1950 25000 1200
R0O.75 < 1.5 23000 2100 23000 1230
R1.0 x 2.0 21000 2200 21000 1400
R1.5 x 3.0 21000 3000 17000 1560
R2.0 x 4.0 21000 4400 13660 1740
R2.5 x 5.0 21000 5400 12000 1800
R3.0 x 6.0 21000 6000 10500 1880
R4.0 x 8.0 16700 6000 8360 1880
R5.0 x 10.0 14000 5850 7000 1800
R6.0 x 12.0 12200 5850 6100 1740
R8.0 x 16.0 9550 5180 4770 1500
R10.0 x 20.0 7960 4770 3980 1380

ap: D1~D6=0.2mm ap #

D8~D20=0.3mm /
ae: 0.05xD /

ae

RPM = rev./min.
FEED = mm/min.
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