Tc1 27 SERIES

ISO metric coarse threads DIN 13
Metrisches ISO-Gewinde DIN 13

» Suitable for through hole in more cutting speed than other taps
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due to thick web.

» Geeignet fur Durchgangslocher in héherer
Schnittgeschwindigkeit als bei anderen Gewindebohrern dank
groRerer Kerndicke.

Machine taps
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Thread Overall
Length Length
L L2

Unit : mm

Shank Square Tapping drill
Diameter Size diameter
K

D1 B 1 @D2 @d1
M2 x 0.4 TC127136 8 45 2.8 2.1 1.6
M2.2 x 0.45 TC127156 8 45 2.8 2.1 1.75

* M2.3 x 04 TC127196 8 45 2.8 2.1 1.9
M2.5 x 0.45 TC127176 9 50 2.8 2.1 2.05

x M2.6 x 0.45 TC127496 9 50 2.8 2.1 2.1
M3 x 0.5 TC127206 11 56 3.5 2.7 2.5
M3.5 x 0.6 TC127226 12 56 4 &) 2.9
M4 x 0.7 TC127246 13 63 4.5 3.4 3.3
M4.5 x 0.75 TC127266 14 70 6 4.9 3.7
M5 x 0.8 TC127286 15 70 6 4.9 4.2

M6 x 1 TC127316 17 80 6 4.9 5

M7 x 1 TC127346 17 80 7 5.5 6
M8 x 1.25 TC127366 20 0 8 6.2 6.8
M9 x 1.25 TC127396 20 0 9 7 7.8
M10 x 1.5 TC127426 22 100 10 8 8.5
M11 x 1.5 TC127466 22 100 11 9 9.5
M12 x 1.75 TC127506 24 110 12 9 10.2
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