MF

ISO metric fine threads DIN 13
Metrisches ISO-Feingewinde DIN 13

» Suitable for tapping blind holes due to special flute geometry and

excellent chip evacuation.

Nutengeometrie und ausgezeichneter Spanabfuhr.

» Geeignet zum Gewinden von Sackléchern dank besonderer
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Machine taps
Maschinengewindebohrer
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Unit : mm
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Length Length Diameter Size diameter
@D1 P L1 L2 @D2 K @d1
M168 x 1.5 TC411616 15 100 12 9 14.5
M1B8 x 1 TC411626 12 100 12 9 15
M18 x 1.5 TC411676 17 110 14 11 16.5
M18 x 1 TC411686 13 110 14 11 17
M20 x 1.5 TC411726 17 125 16 12 18.5
M20 x 1 TC411736 14 125 16 12 19
M22 x 1.5 TC411766 17 125 18 14.5 20.5
M22 x 1 TC411776 14 125 18 14.5 21
M24 x 2 TC411796 20 140 18 14.5 22
M24 x 1.5 TC411806 20 140 18 14.5 22.5
M268 x 1.5 TC411856 20 140 18 14.5 24.5
M27 x 2 TC411876 20 140 20 16 25
M27 x 1.5 TC411886 20 140 20 16 25.5
M28 x 1.5 TC411916 20 140 20 16 26.5
M30 x 2 TC411966 22 150 22 18 28
M30 x 1.5 TC411976 22 150 22 18 28.5
Unit : N/mm? O : Excellent O : Good
Steel  Steel St Alloy GG Cast GG Cast GGG Cast GGG Cast IR Y
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SPIRAL
FLUTE TAPS




