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COMBO 
TAPS

SPIRAL
POINT TAPS

SPIRAL
FLUTE TAPS

STRAIGHT
FLUTE TAPS

COLD
FORMING
TAPS

NUT TAPS

STI TAPS

HAND TAPS

PIPE TAPS

CARBIDE
TAPS

THREAD
MILLS

TECHNICAL
DATA

HSS

CARBIDE

SPIRAL 

FLUTE TAPS TC144 SERIES

Unified coarse threads
Unified GrobgewindeUNC

HSS-E
DIN
371/376 2B

60 C
Bright

R40

Hole type

Machine taps
Maschinengewindebohrer

D1 D2

L2

L1
K

P

60 

d1

Unit : mm

#4

#5

#6

#8

#10

#12

1/4"

5/16 "

3/8"

7/16"

1/2"

9/16"

5/8"

3/4"

7/8"

1"

1 1/8"
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40UNC

40UNC

32UNC

32UNC

24UNC

24UNC

20UNC

18UNC

16UNC

14UNC

13UNC

12UNC

11UNC

10UNC

9UNC

8UNC

7UNC

2.3

2.6

2.85

3.5

3.9

4.5

5.2

6.6

8

9.4

10.75

12.25

13.5

16.5

19.5

22.25

25

TC144162

TC144202

TC144242

TC144282

TC144322

TC144362

TC144402

TC144442

TC144482

TC144522

TC144562

TC144602

TC144642

TC144702

TC144742

TC144782

TC144822

6

7

7

8

10

10

13

14

16

17

20

20

22

25

27

30

35

56

56

56

63

70

80

80

90

100

100

110

110

110

125

140

160

180

3.5

3.5

4

4.5

6

6

7

8

9

8

9

11

12

14

18

20

22

2.7

2.7

3

3.4

4.9

4.9

5.5

6.2

7

6.2

7

9

9

11

14.5

16

18

SIZE

 D1

TPI
EDP No.

Thread
Length

L1

Overall
Length

L2

Shank
Diameter

 D2

Square
Size

K

Tapping drill
diameter

 d1

DIN 371

DIN 376

"DIN 371(#4~3/8") and DIN 376(7/16"~1 1/8")

# # $ # # # $ #

$ $ $ $ $ #

Steel
< 400

Ti Alloy
% 1300

Ni
< 500

Ni Alloy
< 900

Ni Alloy
% 1400

Cu
< 350

Cu Alloy
Short

Cu Alloy
Long

Cu-Al-Fe
< 1500

Al / Mg
< 350

Al
Wrought

Al
Si%10%

Al
Si>10%

Plastic
Thermosoft

Plastic
Thermoset

Plastic
FRP

Steel
< 700

Steel
< 850

St. Alloy
< 850

St. Alloy
% 1200

St. Alloy
> 1200

INOX Free
< 850

INOX Aust.
< 850

INOX
< 1000

GG Cast
< 500

GG Cast
< 1000

GGG Cast
< 700

GGG Cast
< 1000

Ti
< 700

Ti Alloy
< 900

$ &'()*+,,+-.'''''/ &'0112Unit : N/mm2

"Suitable for tapping blind holes due to special flute geometry and

excellent chip evacuation.

"Geeignet zum Gewinden von Sacklöchern dank besonderer

Nutengeometrie und ausgezeichneter Spanabfuhr.


