100 LAT Fabryka “Wiertta Baildon” .

1008 - 2008

Baildon profi / top NWKm*
PN-86/M-59601; DIN 1897 LN
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Wiertta krete lewotngce krétkie z chwytem walcowym wykonane technologia szlifowania.
Short twist left’s cutting drills with cylindrical shank made by grinding method.
Kurze Spiralbohrer linksschneidend mit Zylinderschaft, geschiliffen.

CnupanbHble cBepra feBble KOPOTKNE C LUITMHAPUYECKMM XBOCTOBMKOM, M3rOTOBMEHBI METOAOM LUNNGOBaHUS.
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Pierwsza czes¢ kodu / First part of co ode - erster Teil / MepBas yacTb koga

HSS HSS TiN HSS TIAIN HSS-E TiN HSS-E TiAIN
00412211... 00412212... 00412213... 00413222... 00413223...
Profi Profi Profi Profi Top Top

Kod wyrobu / product
code / Erzeugniskode / d mm

Kod wyrobu / product
code / Erzeugniskode /
KoA npoayKTa

KoA NpoAyKTa

...004300 4
...004400 4,400
...001100 1,100 o8 7 ...004500 4,500 58 24
..001150 ,150 ...004600 4,600
001200 1,200 ...004700 4,700
...001250 1,250 30 8 ...004800 4,800
...001300 ,300 ...004900 4,900
...001350 1,350 ...005000 5,000 62 26
...001400 1,400 32 9 ...005100 5,100
...001450 1,450 ...005200 5,200
...001500 ,500 ...005300 5,300
...001550 1,550 ...005400 5,400
...001600 ,600 34 10 ...005500 5,500
...001650 1,650 ...005600 5,600
...001700 ,700 ...005700 5,700 66 28
..001750 1,750 ...005800 5,800
...001800 ,800 36 11 ...005900 5,900
..001850 1,850 ...006000 6,000
...001900 ,900 ...006100 6,100
...001950 1,950 ...006200 6,200
...002000 2,000 38 12 ...006300 6,300
...002050 2,050 ...006400 6,400 70 31
...002100 2,100 ...006500 6,500
...002150 2,150 ...006600 6,600
...002200 2,200 ...006700 6,700
...002250 2,250 40 13 ...006800 6,800
...002300 2,300 ...006900 6,900
...002350 2,350 ...007000 7,000
...002400 2,400 ...007100 7,100 74 34
...002450 2,450 ...007200 7,200
...002500 2,500 43 14 ...007300 7,300
...002550 2,550 ...007400 7,400
...002600 2,600 ...007500 7,500
...002650 2,650 ...007600 7,600
...002700 2,700 ...007700 7,700
...002750 2,750 ...007800 7,800
...002800 2,800 ...007900 7,900
...002850 2,850 46 16 ...008000 8,000 79 37
...002900 2,900 ...008100 8,100
...002950 2,950 ...008200 8,200
...003000 3,000 ...008300 8,300
...003100 3,100 ...008400 8,400
...003200 3,200 49 18 ...008500 8,500
...003300 3,300 ...008600 8,600
...003400 3,400 ...008700 8,700
...003500 3,500 52 20 ...008800 8,800
...003600 3,600 ...008900 8,900
...003700 3,700 ...009000 9,000 84 40
...003800 3,800 ...009100 9,100
...003900 3,900 ...009200 9,200
...004000 4,000 55 22 ...009300 9,300
...004100 4,100 ...009400 9,400
..004200 4,200 ...009500 9,500
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Fabryka “Wiertta Baildon” .. 100 LAT

1908 - 2008

Kod wyrobu / product Kod wyrobu / product
code / Erzeugniskode / code / Erzeugniskode /
KoA NpoAyKTa KoA npoaykTa

» =01
= 07

0 13

=00 =01 7

=0 =0 3

010100 0100 89 43 01 5.

010200 10.200 =0 13

~0610300 10.300 014 14

~.010400 0,400 012 2.

010500 10.500 014 Z 111 56

010600 10.600 014750 14.750

~010700 0700 ~015000 15.000

010800 0800 015250 5250

-070900 10.900 015500 5500 15 58

~011000 1,000 015750 5.750

071100 1100 016000 5.000

011200 200 o5 . 016250 5250

071300 300 016500 16.500 119 60

~ 011400 200 016750 16.750 |
011500 500 017000 7.000 |
011600 600 017250 7250 !
011700 700 017500 17.500 123 62

~ 011800 11.800 017750 7750

011900 11.900 018000 8.000

~°012000 12.000 018250 8250

012100 12.100 018500 18.500 o7 64

012200 5200 018750 8750

012300 5300 ~-019000 9'000

012400 12.400 019250 19250

012500 12.500 019500 19.500

—..012600 2.600 102 51 —..019750 19.750 131 66

012700 12.700 ~--020000 20.000

012800 12.800

012900 12.900

~.013000 3.000

013100 13100

~013200 13200

* Wiertta ujete w tabeli wykonywane sg na zamowienie

WZOR ZAMOWIENIA / EXAMPLE OF ORDER / BESTELLMUSTER / OBPA3EL| 3ASIBKM
g | Baildon profi NWKm @ 15,0 HSS lub kod wyrobu 0040221101500 — 10 sztuk

g Baildon profi NWKm @ 15,0 HSS or the product code 00402211015000 — 10 pieces

B | Baildon profi NWKm @ 15,0 HSS bzw. Erzeugniskode 00402211015000 — 10 Stiick

Baildon profi NWKm @ 15,0 HSS nnu kog npogykta 00402211015000 — 10 wryk
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