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CBN 
END MILLS

i-Xmill
END MILLS

X5070
END MILLS

X-POWER
END MILLS

JET-POWER
END MILLS

V7 Mill INOX
END MILLS

V7 Mill STEEL
END MILLS

ALU-POWER
END MILLS

D-POWER
END MILLS

K-2 CARBIDE
END MILLS

GENERAL
CARBIDE
END MILLS

TANK-POWER
END MILLS

GENERAL
HSS
END MILLS

MILLING
CUTTERS

TECHNICAL
DATA

CARBIDE

HSS

X-POWER

END MILLS EM905 SERIES
PLAIN SHANK

GLATTER ZYLINDERSCHAFT 

P.677

 No line is marked on the boundary section during step milling
because this tool has radius on the end faces of the shank

 High speed cutting in wide deep wall with step milling
 Suitable for deep side milling, Helical Milling, Contour Milling

 Hohe Oberflächengüte, auch an den Übergangsflächen, durch
Radien am Auslauf der Schneidkanten.

 Hochgeschwindigkeitsfräsen auch bei grosser Auskraglänge.
 Geeignet für tiefes Seitenfräsen, Spiralfräsen und Konturfräsen.
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CARBIDE, 4 FLUTE 45 HELIX SHORT LENGTH CORNER RADIUS
VOLLHARTMETALL, 4 SCHNEIDEN 45 RECHTSSPIRALE KURZ ECKENRADIUS

Unit : mm
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Carbon
Steels

~HB225

Alloy
Steels

HB225~325

Prehardened 
Steels

HRc30~40

Hardened Steels
High Hardened
Steels

HRc40~45 HRc45~55 HRc55~70

Copper Graphite Cast Iron Aluminum
Stainless
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Titanium Inconel
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RECOMMENDED CUTTING CONDITIONS

EMPFOHLENE SCHNEIDKONDITIONEN

CBN 
END MILLS

i-Xmill
END MILLS

X5070
END MILLS

X-POWER
END MILLS

JET-POWER
END MILLS

V7 Mill INOX
END MILLS

V7 Mill STEEL
END MILLS

ALU-POWER
END MILLS

D-POWER
END MILLS

K-2 CARBIDE
END MILLS

GENERAL
CARBIDE
END MILLS

TANK-POWER
END MILLS

GENERAL
HSS
END MILLS

MILLING
CUTTERS

TECHNICAL
DATA

CARBIDE

HSS

X-POWER

END MILLS

CARBIDE, 4 FLUTE 45 HELIX CORNER RADIUS - SIDE CUTTING
VOLLHARTMETALL, 4 SCHNEIDEN 45 RECHTSSPIRALE ECKENRADIUS - SEITENFRÄSEN
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MATERIAL

HARDNESS

STRENGTH

~ HRc30

~ 1000N/mm2

DIAMETER RPM FEED

NON-ALLOYED STEELS
ALLOY STEELS
CAST IRON

HRc30 ~ HRc45

1000 ~ 1500N/mm2

RPM FEED RPM FEED

HRc45 ~ HRc55

1500 ~ 2000N/mm2

RPM FEED

HRc55 ~ HRc65

2000N/mm2 ~ 

RPM FEED

RPM = rev./min.

FEED = mm/min.

ALLOY STEELS
HEAT RESISTANT
STEELS

STAINLESS
STEELS

HARDENED STEELS HARDENED STEELS

EM905 SERIES

0.05D

1.5D

CARBIDE, 4 FLUTE 45 HELIX CORNER RADIUS - CONTOURING
VOLLHARTMETALL, 4 SCHNEIDEN 45 RECHTSSPIRALE ECKENRADIUS
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MATERIAL

HARDNESS

STRENGTH

~ HRc30

~ 1000N/mm2

DIAMETER RPM FEED

NON-ALLOYED STEELS
ALLOY STEELS
CAST IRON

HRc30 ~ HRc45

1000 ~ 1500N/mm2

RPM FEED RPM FEED

HRc45 ~ HRc55

1500 ~ 2000N/mm2

RPM FEED

HRc55 ~ HRc65

2000N/mm2 ~ 

RPM FEED

RPM = rev./min.

FEED = mm/min.

ALLOY STEELS
HEAT RESISTANT
STEELS

STAINLESS
STEELS

HARDENED STEELS HARDENED STEELS

EM905 SERIES

0.3D~0.5D
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